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LED SLIMLINE BATTEN
COLOUR TEMPERATURE CHANGING INDOOR FITTING
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Brilliant’s slimline LED battens are a perfect replacement for those old fluorescent batten 
fittings, and provide a much more aesthetic fixture.

FEATURES 
•  Change between Warm White (3000K), Cool White (4200K) & Daylight (6500K).
• Slide switch located on the end of fitting.
• Elegant slimline profile.
• Aluminium body with polycarbonate end caps and diffuser.
• SMD LED Array.
• Long lasting up to 30,000 hours*.
• High efficient and uniform light output.
• IP20 Indoor rating.
• Mounts directly to surface, brackets not required.
• Cable entry hole located at the centre position on the rear of the fixture
• Non-dimmable
• 3 Year Warranty.

BENEFITS
• Instant flicker free start.
• Easy-installation for fast retro-fitting.
• Improved illumination quality

APPLICATIONS
General commercial interiors, corridors, warehousing, garage and indoor storage 
areas.

Depth: 36.5mm
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FITTING COLOUR 

20009/05 20 1700 1900 1800 WHITE

20010/05 40 3400 3800 3600 WHITE

INDOOR ONLY

 ¹ At 40°C ambient temperature. Actual life may vary depending on individual circumstances.
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Product Image Code & Colour Wattage Colour Temperature Lumens Lux Graph
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