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Generate a wide beam angled soft light by using a 
powerful and efficient C.O.B (Chip On Board) LED, with 
a high light transmission frosted acrylic diffuser.

• Sharp™ COB LED for superior light output
• High-grade aluminium construction with white powder 

coated finish.
• SAA approved dimmable LED driver with 1.2m flex 

& plug.
• Long lasting, up to 35,000 hours¹.
• Constant Current 11W: 280mA
• Constant Current 13W: 350mA
• 5 Year Warranty.
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POWER 
FACTOR

0.9 93mm

168.55lx 2.0m

42.14lx 4.0m

18.73lx 6.0m

10.53lx 8.0m

6.74lx 10.0m

164.00lx

13W 850lm 13W 900lm
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8.30lx 7.4m

5.31lx 9.3m

92.05lx

11W 680lm 11W 720lm

2.2m
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10.23lx 6.6m
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NO.

WATTAGE 
 

(W)

LUMINOUS 
FLUX 
(lm)

COLOUR 
TEMP  
(K)

FITTING 
COLOUR  

17680/05 11 680 3000 WHITE

17681/05 11 720 4000 WHITE

17356/05 13 850 3000 WHITE

17355/05 13 900 4000 WHITE

90º

 ¹ Actual life may vary depending on individual circumstances.


